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German Engineering. Out of the ordinary.

Bedienungsanleitung

Owner’s Manual

Bitte lesen Sie die komplette Anleitung aufmerksam durch bevor Sie mit der Installation beginnen.
Before attempting to connect or operate this product, please read the instructions completely.



Umwelthinweise
« Elektronische Altgerdte gehdren nicht in die Miilltonne.

* Wenn Sie dieses Gerat spater entsorgen mdchten, entfernen
Sie samtliche Kabel und Batterien und entsorgen diese
getrennt voneinander in einer Recycling-Anlage in lhrer Nahe.

e Alternativ kénnen Sie dieses Gerat zur Entsorgung auch
Ampire zuriicksenden.

* Die Verpackung ist recycelbar. Entsorgen Sie die Verpackung _
in einem dafiir vorgesehenen Sammelsystem.

Umwelthinweise und Informationen zur Entsorgung von Elektro- und
Elektronikgeraten samt Batterien (anwendbar fiir Lander, die ein separates
Sammelsystem iibernommen haben)

Wenn Sie dieses Produkt entsorgen wollen, entsorgen Sie es nicht Giber den
normalen Hausmiill. Es gibt ein separates Sammelsystem fiir gebrauchte
elektronische Gerdate in Einklang mit den Rechtsvorschriften, die eine ange-
messene Behandlung, Verwertung und Recycling erfordern. Kontaktieren Sie
Ihre lokale Behérde fiir Details bei der Suche nach eine Recycling-Anlage in
Ihrer Nahe. Die OrdnungsgeméaBe Verwertung und Entsorgung tragt dazu bei,
Ressourcen zu schonen und schédliche Auswirkungen auf unsere Gesundheit
und die Umwelt zu verhindern.
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Zu Beginn

e |Installieren Sie die BL600 Software von unserer Webseite durch Klicken
auf den Button ,BL600 Software Version , X.XX".

e Stecken Sie den Bootloader an den PC.

» Der PC sollte eine Internetverbindung haben, damit die Software vom
Server libertragen wird.

e Kopieren Sie das Programm "UCanlog3" auf den Desktop und starten
mit Doppelklick.

e Stecken Sie das CAC200 an den Bootloader BL600.

Als Login:
Als Passwort:

Steht eine aktuellere Firmware zur Verfiigung wird diese im Fenster un-
ten angezeigt. Wenn das der Fall ist, zuerst durch anklicken von ,UP-
GRADE" diese aufspielen.

e Klicken Sie zuerst auf ,READ“, um die aktuelle Programmnummer aus-
zulesen

e Wahlen Sie als ndchstes links die Nummer entsprechend der Liste aus.

e Danach klicken Sie auf die Schaltflache ,WRITE" und zur
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Zu Beginn

Danach klicken Sie auf die Schaltfliche ,WRITE" und zur Kontrolle
nochmals auf ,READ".

Stimmt die Nummer kann das CAC200 eingebaut werden.
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lii Canlog Updater 3.2.16 ==

120

‘ Read H Write H Upgrade ‘

Login: am@ampire.de Logout

Password: [sssssses | Remember me
SOFT: 26.09.2014 S/N: 1021283100253334613

Device: Yes

Intemet: Yes

Upgrade: Available

English ~ Ready. (COM4)
Abb.1: Vorher
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il Canlog Updater 3.2.16 - =S
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| [7] Remember me

Login: |am@ampire.de

SOFT: 30.04.2015 5/N: 1021283100253334613
Device: Yes

Intemet: Yes

Upgrade: The device has the latest fimware

Logout

Password: [ssssssss

English ~ Ready. (COM4)

Abb.2: Nachher
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Weiss/Schwarz N . By G
- —ar—ar—a — ar— | Eingang zum &ffnen der Zentralverriegelung (Nur Fahrertiire!)

Weiss/Violett
-

Eingang zum &ffnen der Zentralverriegelung

Weiss/Griin )
— == | Eingang zum ffnen des Kofferraums

Hellgriin/Orange
%}— Eingang zur Ansteuerung der KomfortschlieBfunktion

Hellgrin/Violett 0
— s | Eingang zum Starten des Motors

Hellgran/Schwarz
*}— Eingang zum Stoppen des Motors

Weil
— — = | Eingang um das Offnen der Fahrertiire zu simulieren

Pink/R
i3 + === | Ausgang Status FuBbremse

Blau
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Grau
_(% iver Anschluss zur der

Mit der zweiten CAN-Bus Linie verbinden.

m CAN2-L giehe separate Anschlussdiagramme - auf Anfrage.
> - < CAN2-H Mit der zueiten CAN-Bus Linie verbinden.

Siehe separate Anschlussdiagramme - auf Anfrage.

CAN1.L Mit der ersten CAN-Bus Linie verbinden.
Siehe separate Anschlussdiagramme - auf Anfrage.

sfafsfe]7]ef1]2[afa]s][e][7]8o]t0

> - < CAN1-H Mit der ersten CAN-Bus Linie verbinden.

Siehe separate Anschlussdiagramme - auf Anfrage.
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Gelb/Schwarz

~ar= | Ausgang Statuskontrolle des Motors
Braun/Gelb . indige - wenn 10 km/h G itten werden, fallt die Masse ab.
[ —— E> “= | Mit ausschalten der Zindung wird neu initialisiert.
Pink/Rot
= | Ausgang Parken be) od
Braun Wegfahrsperre - Masse fallt nach Eingabe eines programmierten Codes ab. Das Modul
kann wie eine separate Wegfahrsperre arbeiten. Siehe separate Anschlussdiagramme.
Violett/Wei

Offnen iiber Werksfernbedienung - Ausgang 500 ms Impuls, wenn Fahrzeug mit OEM
Fernbedienung gedffnet wird.

Violett/Rot SchlieBen iiber Werksfernbedienung - Ausgang 500 ms Impuls, wenn Fahrzeug mit
OEM Fernbedienung geschlossen wird.

Violett
—E* Masse wenn verriegelt (Gber OEM Fernbedienung)
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Hellblau/Rot
= w0 =ae= | Ausgang Motorhaubenkontakt
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=== | Ausgang Kofferraumkontakt

Hellblau/Schwarz
b — = | Ausgang Tiirkontakte (auBer Fahrertiir!)

Hellblau/Blau
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Environmental information

¢ 0ld electronic devices do not belong in the garbage can.

e [f you later want to dispose of this device, remove all cables
and batteries and dispose of them separately at a recycling
facility in your area.

* Alternatively, you can return this device to Ampire for disposal.

* The packaging is recyclable. Dispose of the packaging in a _
designated collection system.

Environmental instructions and information on the disposal of electrical and
electronic equipment including batteries (applicable to countries that have
adopted a separate collection system)

If you want to dispose of this product, do not dispose of it with your normal
household waste. There is a separate collection system for used electronic
equipment in accordance with legal requirements that require appropriate
treatment, recovery and recycling. Contact your local authority for details on
finding a recycling facility in your area. Proper recycling and disposal helps
to conserve resources and prevent harmful effects on our health and the
environment.
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Quick Start

Install the BL600 software from our website by clicking on the button
,BL600 Software Version , X.XX".

* Connect the bootloader to your PC.
* Your PC connect via internet to get the newest software.

e Copy the program "UCanlog3" to your desktop and start with a double-
click.

¢ Connect the CAC200 with the bootloader BL600.

Login:
Als Passwort:

If there is a current firmware available, it will be shown in the window
below. When this is the case, you have to click on it and it will "UP-
GRADE" it.

e First you have to click on ,READ“ to read out the actual
programm-number.

e Then you have to select a number of the compatibility-list.

e Afterwards you have to click on the Button "WRITE" and to check if ev-
erything worked out you have to click on "READ".

e |f the number is correct, the CAC200 can be installed.
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Quick Start

[ cantog Updater 22,16 D [E=R
120

EREE

Login: |am@ampire.de | [ Logout ]

| Remember me

SOFT: 26.09.2014 5/N: 1021283100253334613
Device: Yes

Intemet: Yes

Upgrade: Available

Password: |uuuu

English = Ready. (COM4)

Image 1: Before

rﬂ Canlog Update‘r_S.Z.j_&-
120 ‘ Read ‘ ‘ Write: ‘ ‘ Uparade ‘

Login: |am@ampire.de | [

=T

Logout ]
| Remember me
SOFT: 30.04.2015 5/N: 1021283100253334613

Device: Yes

Intemet: Yes

Upgrade: The device has the latest fimware

Password: |oo.o..o.

English - Ready. (COM4)

Image 2: After
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yellow

celadon/orange G

+= blinkers - per Y
white/red OMFORT function
— 9 y
- [ indows close output - see pin 5/10).
white/black i & %
g e ! - per y driver's door only).
white/purple
Vo PR e — ws tral - per Y
whlwgleeﬂ _ Input that controls trunk opening - performed by providing ground (trunk opening using car's
= y alarm).

Tnput with 1.5 sec. defay that controls window closing - performed by providing ground (after
COMFORT function has been activated you can connect it with input that closes central lock
- look at pin 9/10).

blue D

celadon/pu Start engine control input - performed by providing ground
(signal for remote start engine module).

celadon/black Stop engine control input - performed by providing ground
(signal for remote start engine module).

Wwhite gy Y i opening - performed by
bus about driver's door opening, pin 1/15 status does not change).
pink/red of ) pressed and ignition

is tumed on (information for remote start engine module).

Alternative central lock control - please connect with car's central locking module
(see certain car's connection diagram)

I S

black E
red
—
orange/black
e B

brown/white

ﬁllw/black -

browniyellow D
pinkred —

-

Blinker's 2 'S emergency tur light switch
Connect to second 2-wire CAN bus, CAN-L
CAN2-L (cee certain car's connection diagram).
Connect to second 2-wire CAN bus, CAN-H
CAN2-H (500 certain car's connecton diagram)
‘CAN bus, CAN-L 1-wire bus)

2-wire
CAN1-L (see certain car’s connection diagram).

Connect tofirst 2-vire CAN bus, CAN-H
CAN1-H (geq certain car's connection diagram).

GROUND (power)

PWR +12V (power)

Key inserted - positve signal appears when key s inserted in ignition lock (output ACC")

Ignition
‘when engine i starting)

ignition is

Engine speed - output; sends RPM pulses info when engine s working
(signal for remote start engine module).

Engine status - appears ground when when ignition is on and engine not running; grund dissapeart
n module).

- ground app: car 10 km/h, return
ignition is off (signal for remote start engine module).

Parking (Automatic ion) or Handbrake (Manual when
on and Parking or Handbrake is switched start
Tmmobiliser - ground app Sequence of but pressed in car

(signal for

please see schemali list for details.

Factory remote unlock - low level 500 ms impulse appears when car is opened with original remote
(signa for central focking system ).

Factory remote lock -low level is o
(signal for central locking system).

remote

Arming status - appears ground when car is closed from factory's remote
(signal for GSM / GPS notifcation systems).

Factory alarm ++ ated

with factory alarm sensors).

‘when factory al 4

Door sensor (appears ground when hood is open).

Door sensor (appears ground when trunk is open).

Door sensor (appears ground when passenger's door is open).

Door sensor (appears ground when driver's door is open).
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Platz fiir Notizen
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Platz fiir Notizen
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AMPIRE

ELECTRONICS

Seit der Firmengriindung im Jahr 1987 hat AMPIRE ELECTRONICS nur das eine Ziel, dem Kunden
die bestmdglichen Autoalarm-, Autohifi- und Multimediaprodukte zu liefern, die auf dem internatio-
nalen Markt erhdltlich sind.

Alle Fertigungsstatten und Zulieferer sind nach ISO-9001 bzw. QS-9000 zertifiziert.
Die Qualitétsprodukte von AMPIRE werden weltweit verkauft.

Ein Kundenservice ist in vielen Ldndern erhéltlich. Fiir ndhere Informationen dber Vertretungen im
Ausland wéhlen Sie: +49-2181-81955-0.

Wir fokussieren auf zukunftsorientierte Entwicklung anwenderfreundlicher Produkte.
Unser hoher Anspruch an Qualitdt, Funktionalitdt und Design zeichnet unsere Erzeugnisse aus.
,German Development" wird bei AMPIRE wortlich genommen.

Since its founding in 1987 Ampire Electronics has only one goal, to provide the best possible
Caralarm-, Carhifi- and Multimedia products, which are available on the international market.
All manufacturing facilities and suppliers are certified according to ISO 9001 and QS-9000.
Ampire quality products are sold worldwide.

An Ampire customer service is available in many countries.
For more information about distributors in your territory please call: + 49-2181-81955-0.

We are focused on future oriented development of user friendly products.
The outstanding high quality standards, functionalities and designs of our products are unique in the
market. "German Development" is taken literally in AMPIRE.

Langwadener StraBe 60
D-41516 Grevenbroich
info@ampire.de

Support
+492181-81955-0
Support@ampire.de

www.ampire.de
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