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Type 2-way component kit

Woofer 61/2" (165mm)

Voice-coil diameter 11/4" (32mm)

Voice-coil height 7/16" (10.5mm)

Magnet Neodymium

Tweeter Aluminum inverted dome TNB tweeter 

Integrated crossover 6dB/oct (woofer) - 18dB/oct (tweeter)

Max. power 120W

Nom. power 60W RMS

Sensitivity (2,83 V/1 m) 92.7dB

Frequency response 60Hz – 28kHz

Accessories Tweeter's châssis fixing
accessories. Crossover on connector 
(woofer and tweeter).

TNB inverted dome tweeter 
Detailed and non directive

Polyglass cone 
Neutral sound without coloration

Butyl surround 
Perfect reliability

ABS chasis 
Strong rigid and non-
magnetic chassis

Terminal integrated  
to the basket 

Compact

Key points
• High sensitivity
• Deep bass and neutral midrange
• Neodymiun magnet: powerfull & compact
•  2 tweeter support accessories

 Neodymium magnet 
Shallow woofer,  
easy installation

Voice-coil cooling system 
Optimum reliability, 

performance consistency

Tweeter mouting Inclinated tweeter mounting
Easy installation
Soft touch finish

Connector with  
integrated crossover

Woofer spacer Accessories


