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VSC-E-ME60 
Rear-view camera compa ble to Mercedes Vito (W447/448) 

Product features 

· Mini ball rear-view camera NTSC (black) 
· Incl. vehicle-specific housing for factory camera posi on 

above the licence plate 
· Suitable for Mercdes Vito (W447/448) with double doors 
· System cable with throughput wire, e.g. for reverse signal 
· Sensor type CMOS 1/4 inch HD low-light sensi ve 
· 800 TV lines, Light sensi vity 0.01Lux 
· Bezel F1.2 
· Angle H=168°, V=118°, D=188° 
· Guide-lines width selectable between car or truck 
· Guide-lines can be switched off 
· Protec on class IP 69K 
· Suitable for permanent opera on (connec on to ACC) 
· Opera ng voltage + 12/24V (6 ~ 28V) 
· Current consump on 50mA 
· Video connec on: RCA male connector 
· System cable of camera: 4pin 3V 
· Diameter of camera connector 5mm 
· Total cable length 8.70m 
· Opera ng temperature range -30° to +75° 
· Dimension (camera with housing) WxDxH 50x60x65mm 

Delivery contents 
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Mirroring - rear-view camera 
 

Mirroring - front camera 
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Guide-lines - truck 

Manual camera alignment 

Installa on 
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System cable extension 8.00m 

Connec on cable 0.40m 

Camera with cable 0.30m 

Camera holder 

(picture exemplary) 

Note: If the camera is powered by reverse 
gear lamp signal, we recommend to install 
a relay between the power supply of the 
reverse signal and the power supply of the 
camera, to ensure a stable and uninterrup-
ted power supply and to avoid unwanted 
errors in the vehicle computer. 

In case the isola on of the camera is har-
med in the moisture sec on close to the 
camera, it is mandatory to repair the iso-
la on. Otherwise the camera will inevi-
tably become moist inside sooner or later. 


